
Declaration of product characteristics No.PV-1-6063

1.The unique identification code:

1

AL/0004-1250-S-E
AL/0004-1250-S-VA
AL/0004-2500-S-E
AL/0004-2500-S-VA
AL/0004-2500-S-VA-EXCLUSI
AL/0004-5000-S-E
AL/0004-5000-S-EB-Drain
AL/0004-5000-S-E-Drain
AL/0004-5000-S-VA
AL/0004-5000-S-VA-EXCLUSI
AL/0004-6000-S-E
AL/0004-A-2500-S-E
AL/0004-A-5000-S-E
AL/0004-A-6000-S-E
AL/0004-ECO-2500-S-E
AL/0004-ECO-2500-S-EB
AL/0004-ECO-5000-S-E
AL/0004-ECO-5000-S-EB
AL/0004-ECO-6000-S-E
AL/0004-S-E-90-IN
AL/0004-S-E-90-OUT
AL/0004-S-E-Drain
AL/0004-S-VA-90-IN
AL/0004-S-VA-90-OUT
AL/0004-S-VA-EX-90-IN
AL/0004-S-VA-EX-90-OUT
AL/0005-007
AL/0005-D-1250-S-E
AL/0005-D-2500-S-E
AL/0005-D-2500-S-EB
AL/0005-D-5000-S-E
AL/0005-D-5000-S-EB
AL/0005-D-5000-S-E-Drain
AL/0005-D-6000-S-E
AL/0005-D-S-E-90-IN
AL/0005-D-S-E-90-OUT
AL/0005-D-S-EB-90-IN
AL/0005-D-S-EB-90-OUT
AL/0005-S-E-1250-Drain
AL/0005-S-E-2500-Drain
AL/0005-S-EB-2500-Drain
AL/0006-1250-S-E
AL/0006-2500-S-E
AL/0006-5000-S-E
AL/0006-6000-S-E
AL/0006-ATYP
AL/0006-ECO-2500-S-E
AL/0006-ECO-2500-S-EB
AL/0006-ECO-5000-S-E
AL/0006-ECO-5000-S-EB
AL/0006-ECO-6000-S-E
AL/0006-S-E-90-IN
AL/0006-S-E-90-OUT
AL/0008-2500-S-E
AL/0008-5000-S-E
AL/0008-S-E-90-IN
AL/0008-S-E-90-OUT
AL/0009-2500-S-E
AL/0009-5000-S-E
AL/0009-S-E-90-IN
AL/0009-S-E-90-OUT
AL/0011-1250-N-E
AL/0011-2500-N-E

AL/0011-2500-N-EB
AL/0011-5000-N-E
AL/0011-5000-N-EB
AL/0011-6000-N-E
AL/0011-N-E-90-IN
AL/0011-N-E-90-OUT
AL/0011-N-EB-90-IN
AL/0011-N-EB-90-OUT
AL/0026-2500-S-E
AL/0026-2500-S-EB
AL/0026-5000-S-E
AL/0026-5000-S-EB
AL/0026-6000-S-E
AL/0034-004-ECO-S-E
AL/0034-004-ECO-S-EB
AL/0034-004-S-E
AL/0034-004-S-EB
AL/0034-004-S-VA
AL/0034-004-S-VA-EX
AL/0034-005-D-S-E
AL/0034-005-D-S-EB
AL/0034-006-ECO-K-S-E
AL/0034-006-ECO-K-S-EB
AL/0034-006-ECO-S-E
AL/0034-006-ECO-S-EB
AL/0034-006-K-S-E
AL/0034-006-K-S-EB
AL/0034-006-S-E
AL/0034-011-S-E
AL/0034-011-S-EB
AL/0034-012-S-VA
AL/0034-014-S-E
AL/0035-005-FLEX-S-EB
AL/0035-006-ECO-K-S-E
AL/0035-006-ECO-K-S-EB
AL/0035-006-ECO-S-E
AL/0035-006-ECO-S-EB
AL/0035-006-K-S-E
AL/0035-006-K-S-EB
AL/0035-006-S-E
AL/0038-004-S-E
AL/0044-2500-S-E
AL/0044-2500-S-EB
AL/0044-5000-S-E
AL/0044-5000-S-EB
AL/0045-2500-S-E
AL/0045-2500-S-EB
AL/0045-5000-S-E
AL/0045-5000-S-EB
AL/0792-3842
AL/202-80-IN-LEFT
AL/2100-000
AL/2200-000
AL/2300-000
AL/23x24-2500-LED
AL/23x24-5000-LED
AL/6313-042
AL/6313-050
AL/6313-050-LED
AL/6505-042
AL/6505-050
AL/6505-050-LED
AL/6732-042

AL/6732-050
AL/6732-050-LED
AL/6790-042
AL/6790-050
AL/6790-050-LED
AL/6901-014-3000-S-E
AL/6901-014-6000-N-B
AL/6901-014-6000-S-E
AL/6901-017-3000-S-E
AL/6901-017-6000-S-E
AL/6901-018-3000-S-E
AL/6901-018-6000-N-B
AL/6901-018-6000-S-E
AL/6901-022-3000-S-E
AL/6901-022-6000-N-B
AL/6901-022-6000-S-E
AL/6920-042
AL/6920-050
AL/6920-050-LED
AL/6925-042
AL/6925-050
AL/PR1-S-EB-1400
AL/PR1-S-EB-cap
AL/PR2-N-E-2500
AL/PR3-N-E-3000
AL/PR3-N-E-cap
AL/PR4-N-E-3000
AL/PR4-N-E-cap
AL/PR5-N-E-3000
AL/PR5-N-E-cap
AL-VR107-2G
AL-VR107-4G
AL-VR107-4GL90
AL-VR107-4GR90
GS/FRB10-100-BK
GS/FRB10-100-ZK



2. Product type:  Railing components made from aluminum alloy. 

3. Intended use of the construction product:  Aluminium alloy components and semifinished products designed for produ-
ction and assembly of railings, exterior and interior.  
 
4., 5. Producer: UMAKOV Group, a. s., Galvaniho 7/D, 821 04 Bratislava, IČO: 52685691, IČ DPH: SK2121107241, 
                             Tel. +421 915 093 533, europe@umakovshop.com, www.umakovshop.com

6. The assessment of the performance: System 2+ under regulation of the European parliament  and Council of the EU 
No. 305/2011, Appendix V.

7.,8. Authorities involved in the assessment and verification of constancy of performance in accordance  
with the harmonized standard:
QUALIFORM, a.s., Brno, certification body accredited No. 1023,
Released: Certificate of conformity of production control 1544-CPR-2020-1400-1, date: 1.4.2020        

9. Declarated attributes:

10.  Characteristic of the products mentioned in paragraph 1 and 2 is in conformity with the characteristics listed in paragra-
ph 9. This declaration is issued under the sole responsibility of the manufacturer referred in paragraph 4.

 
 
 

Producer:
Krompachy: 23.09.2021                                                                                                       Ing. Andrej Lacko  
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Basic characteristics Attribute Harmonized technical specifications

Material EN AW-AlMg0,7Si EN 10204

Tensile strength MPa  125-165 EN 755-2

Chemical composition %

Al min 97,8

EN 573-3

Si 0,2-0,6

Mn 0,1

Fe 0,35

Cu 0,1

Mg 0,45

Cr 0,1

Static load carrying 
capacity

Construction stability EN1990


